PRODUCT BULLETI PREMIX TOPPING 6 BULLETIN NO: T 4803
| DRYWALL ACCESSORY COMPZND DATE: 5/28/71
' PRODUCTS : PAGE: L or
appRovaLs: O F PRODUCZNS PLANT - |  CANCELS: NEY
:‘y{;’?’t\ @-Q\,ﬂ %, SELTTLE DATE:
BULLETIN DESCRIPTION % POUNDS GALIONS
221 Whiting €1.41 4000
047 asbestos SG 210 .92 0 |
442 Tale, Westel 202 1.5 | 100
085 Celite 434 1.54 - 100
244 Methocel 228 .28 18
330 PV Alcohol 9722 .15 10
453 PMA 20SEP ' .06 4
470 PVA Emalsion | 4.30 260 30
Hater 26,87 1750 210 max
284 Oleic Acid .37 24,
450 Triethanolamine .18 12
267 Odorless Mineral Spirite 1.23 80 12.5
191 Red Oxide Color 4 oz
130 Etaylene Glycol 1.15 75 8
TOTAL 100.C0 6513 .

MANUFACTURING INSTRUCTIONS:

1. See Process Bulletin J-206,

2. Add Red Qxide color to the water znd mix for crne mirute before addition
of other items (RM J-191)}. Two -unces Red Oxide coleor per batch,

3, Filling: 4 gal 56# gross; 5 gzl pails - 69¥ gross.

CUALITY- CONTROL:

-1 Viseosity, 150 gm eylinder & 2 sec, 16 to 18 mm

TH-G Application Equal to Standard

-7 Workability : Ecual to Starderd
=

KG2001692



